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SV 803 Building & Ground Vibration Monitoring Station
The SV 803 has been developed for both short and long-term vibration monitoring applications. Designed…
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SVAN 971 Compact Sound Level Meter
SVAN 971 Class 1 Sound Level Meter is an extremely small instrument with options for 1/1 & 1/3 octave analysis. The instrument brings unprecedented state of the art technology to a SLM of this size.
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Interested
For more information on SVAN 971 Compact Sound Level Meter or to request a quote, contact our team now:

request a quotecontact us


Overview

Specification

Download


The SVAN 971 user interface makes both configuration and measurement easier than ever before. For those who don’t have time to work with measurement settings, SVAN 971 offers extremely simple operational mode with Start/Stop. This innovation makes the SVAN 971 an ideal choice for many applications including industrial hygiene noise, short term environmental noise, acoustic consultants, technical engineers and general noise measurements. Another exceptional feature is built-in self-vibration monitoring providing information about level of vibration that influences the measurement results.
The SVAN 971 provides broadband results with all required weighting filters plus 1/1 octave & 1/3 octave band filters. It also offers an incredible time history logging (capability providing broad band results and spectra with adjustable double (long and short) logging steps). Triggered audio recording is also available whilst logging complete functionality.
The instrument can be easily calibrated in the field using an acoustic calibrator. Insertion of the microphone into a calibrator automatically activates the calibration process and the calibration history is automatically logged. Data is stored on a μSD card and can be easily downloaded to a PC using the provided SvanPC++ software over either USB or RS 232 interfaces. New PC software Supervisor will help SVAN 971 owners to organise data from number of measurements and create measurement reports in a quicker and more efficient way than ever before.


	Standards	Class 1: IEC 61672-1:2013
	Weighting Filters	A, B, C, Z
	Time constants	Slow, Fast, Impulse
	RMS Detector	Digital True RMS detector with Peak detection, resolution 0.1 dB
	Microphone	ACO 7052E, 35 mV/Pa, prepolarised 1/2” condenser microphone
	Calibration	Automatic calibration @ 114dB/1kHz
	Preamplifier	SV 18 detachable
	Linear Operating Range	25 dBA RMS ÷ 140 dBA Peak (in accordance to IEC 61672)
	Total Dynamic Measurement Range	15 dBA RMS ÷ 140 dBA Peak (typical from noise floor to the maximum level)
	Internal Noise Level	less than 15 dBA RMS
	Dynamic Range	>110 dB
	Frequency Range	10 Hz ÷ 20 kHz
	Meter Mode Results	SPL, Leq, SEL, Lden, Ltm3, Ltm5, LMax, LMin, LPeak, “running Leq” up to 60 minutes

Simultaneous measurement in three profiles with independent set of filters and detectors
	Statistics	Ln (L1-L99), complete histogram in meter mode
	Data Logger	Time-history logging of summary results, spectra with adjustable double logging steps down to 100 ms
	Audio Recording (option)	Audio events recording, trigger and continuous mode, 12 kHz sampling rate, wav format
	Voice Comments	Audio records on demand, created before or after measurement, added to measurement file
		
	Noise Dosimeter
	
	Dosimeter Mode Results (option)	SPL, Leq, SEL, LPeak, Dose, D-8h, Lav, SEL8, PSEL, E, E-8h, TWA, ’Peak Counter’ and more

Exchange Rate 2, 3, 4, 5, 6
		
	Sound Analyser
	
	1/1 Octave Analysis (option)	Real-time analysis meeting Type 1 requirements of IEC 61260, centre frequencies from 31.5 Hz to 16 kHz available simultaneously with three profiles for broadband measurements (SLM), time-history logging and audio recording
	1/3 Octave Analysis (option)	Real-time analysis meeting Type 1 requirements of IEC 61260, centre frequencies from 20 Hz to 20 kHz available simultaneously with three profiles for broadband measurements (SLM), time-history logging and audio recording
		
	General information
	
	Input	Preamplifier (60 UNS thread)
	Memory	MicroSD card 16 GB (removable & upgradeable)
	Display	Colour 96 x 96 pixels OLED type
	Keyboard	8 push buttons
	Communication Interfaces	USB 2.0 client
		SV 75 RS 232 cable (optional) or SV 76 RS 232 cable with external power supply connector (option)
	Power supply	Four AAA alkaline or rechargeable NiMH batteries (not included)
		USB interface 100 mA HUB
	Environmental Conditions	Temperature from -10 oC to 50 oC
		Humidity up to 95% RH, non-condensed
	Physical Characteristics	Dimensions: 232,5 mm x 56 x 20 mm (including microphone and preamplifier)

Weight: Approx. 225 grams with batteries

*Continuous product development and innovation are the policy of our company. Therefore, we reserve the right to change the specifications without prior notice.


SVAN 971 Datasheet








SHARE THIS




Applications
SVAN 971
The smallest Class 1 instrument on the market, making it convenient for taking hand-held measurements


Health & Safety
Noise Monitoring
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SV 105D Triaxial Hand-Arm Accelerometer
The SV 105D Triaxial Hand-Arm Accelerometer is is dedicated to human vibration measurements performed according to ISO 5349-2 with SV 106D six channel analyser.
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Scan&Paint 3D
A unique tool for acoustic troubleshooting and sound source localisation, allowing you to visualise what you hear. It makes complex problems simple and easy to…
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SonoCat
The SonoCat is a multi-functional spherical microphone array. It consists of eight digital MEMS microphones located in a rigid sphere.
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SV 803 Building & Ground Vibration Monitoring Station
The SV 803 has been developed for both short and long-term vibration monitoring applications. Designed for wireless vibration monitoring of both building and ground vibrations…
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SV 104BIS Intrinsically Safe Noise Dosimeter
The intrinsically safe dosimeter is a noise dosimeter designed by the ATEX directive and the IECEx performance specifications. The intrinsically safe dosimeter is typically used…
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IMMI
Precise and efficient software for noise prediction and dispersion of air pollutants. IMMI covers a very wide range of applications – from the simple immission…
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Supervisor Health and Safety Software
Supervisor is the PC software package dedicated for health and safety specialists. The software supports the whole family of Svantek instruments dedicated to the health…
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MOLES 2.0
MOLES 2.0 (miniature outdoor logger for environmental sound) is a development based on the SV 971A Sound Level Meter.
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SV 104A Personal Noise Dosimeter
The SV  104A is a personal noise dosimeter with a Bluetooth® communication supported by the Smartphone application called Assistant. For measurements of noise at work in…
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Low Frequency VVS
The low frequency volume velocity source is an omni-directional sound source which behaves like a acoustic monopole with controlled source strength. The sound source has…









Contact Us
To contact us regarding the
SVAN 971 Compact Sound Level Meter
Complete your details below:

Please enable JavaScript in your browser to complete this form.
Please enable JavaScript in your browser to complete this form.




Name *
Email *
Telephone *
Company *
Product Title
Do you have any questions or need any further information?  *
Happy to hear from us? Sign up to our newsletters:	Acsoft



Svantek Newsletter	Svantek



Please answer the additional question below to prove you are human *
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Request a quote
To request a quote for the
SVAN 971 Compact Sound Level Meter
Complete your details below:

Please enable JavaScript in your browser to complete this form.
Please enable JavaScript in your browser to complete this form.




Name *
Email *
Telephone *
Company *
Product Title
Do you have any questions or need any further information?  *
Happy to hear from us? Sign up to our newsletters:	Acsoft



Svantek newsletter	Svantek
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Subscribe to 
 our newsletter
Get the latest products, updates and industry news straight to your inbox.
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Contact
AcSoft
Call

+44 (0) 1234 639550


Email

sales@acsoft.co.uk


AcSoft Limited

11 Abbey Court, Fraser Road

Priory Business Park

Bedford MK44 3WH

	
	


Svantek UK
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+44 (0) 1234 639551


Email

sales@svantek.co.uk


Svantek UK Limited
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Subscribe to our newsletter
Get the latest products, updates and industry news straight to your inbox.

Please enable JavaScript in your browser to complete this form.
Please enable JavaScript in your browser to complete this form.
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Please answer the additional question below to prove you are human *
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What industry do you work in?Select your industry
Acoustic imaging
Aerospace
Audiology
Automotive
Building Acoustics
Construction
Defence
Electroacoustics
Research & Development
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